
THE HEATHKIT HW-101: ONE OF THE 
FINEST - -,-- VALUES .-.- -- - - - IN = AMATEUR a RADIO 

only / I 

Has the features you NEED for real operating ease, convenience and versatility. 

A traditional Heathkit value than 100 Hz per hour after 30 minutes warmup, with less than 
100 Hz variation for a 10% line voltage variation. An FET VFO 

The Heathkit HW-101 is probably the most Popular Amateur provides excellent thermal stability for heavy-duty operating 
Radio transceiver in use today, and with good reason. It's without excessive heat buildup. And the performance-proven 
performance-proven design is recognized by Amateurs world- 6146 finals give you a much cleaner signal than TV-type 
wide for quality and value, and its low kit-form price makes i t  sweep tubes. 
the least expensive, FULL-FEATURED Amateur transceiver 
around. Compare the HW-101 with other units selling for much Operating features for REAL convenience 
more, and you'll be convinced! 

The HW-101 is one of the easiest-to-operate transceivers we 
Full Coverage And Full Power know of, it's ideal for beginners and it's a real pleasure for 

experienced radio Amateurs. Smooth dial drive with a 36-1 
  he HW-101 gives you complete coverage of all Amateur ra- ratio and an extra-large tuning knob provide backlash-free dio frequencies without expensive add-ons or accessories. tuning. A,, easy-to-read front panel meter shows signal- 
lts 180 watts input PEP and 170 watts CW means you'll get strength on receive, ALC voltage on transmit, and can be your signal out loud and clear. It's ideal for setting up a basic to read relative power output or final amplifier 
operating station, and it's compatible with all Heathkit linears, cathode current. F~~~~~~~~ is on a large, backlighted 
so you can add even more power when you need it. dial marked with 5 kHz divisions. There's a front panel mike 

A receiver section that really performs input and phone jack, RF and AF gain controls, mode and 
bandswitches, MIC/CW level, driver preselector and final 

Less than 0.35 pV sensitivity for 10 dB S + N/N on SSB brings controls. All controls are smooth, positive and precise to give 
in weak stations loud and clear. The high-quality crystal IF You a truly "professional" feel. 
filter keeps signals separate with a selectivity of 2.1 kHz at 6 
d~ down, and 7 k ~ z  at 60 d~ down. Image and IF rejection of Famous Heathkit ease of assembly 
better than 50 dB help bring you world-wide receiving that's The HW-lO1 features a wide-open chassis layout for easy 
clean, clear and crisp. There's an optional 400 Hz CW filter assembly and service should you ever need it. Uncrowded 
available too. circuit boards, a color-coded wiring harness and special 

And a transmmer section to match "Switch Boards" with built-in wafer switches greatly simplify 
assembly. Our world-famous step-by-step assembly manual 

The HW-101 transmitter operates PTT or VOX on SSB and tells you exactly what to do and how to do it, even how to 
CW transceive is provided by operating VOX from a keyed solder. And our "We won't let you fail" promise is your as- 
tone, using grid block keying. Frequency stability is better surance of technical help should you need it. 

There's more for the Ham at Heath 

Heath Company, Dept. 122-29 
Benton Harbor, Mlchlgan 49022 

Please send me my FREE Heathkit Catalog. 
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More Details? CHECK-OFF Page 150 may 1977 25 


